
Made of glass-fi bre-reinforced composite, LAMILUX façade panels provide a visually stunning 
façade system in an extensive range of colours. Their extravagant style is combined with 
creative freedom, excellent resistance to vandalism, and suitability for backlighting. The product 
is highly suitable for rear-ventilated curtain wall façades, an increasingly popular construction 
element due to the increase in thermal insulation requirements.

PRODUCT DESCRIPTION

LAMILUX Façade Panel
INNOVATIVE FIBREGLASS SOLUTIONS



• Building sectorSECTORS

• suitable for backlighting 
• large formats available
• low mass per unit area
• excellent resistance to vandalism
• individual and flexible design possibilities
• long service life
• easy to handle and install thanks to low weight

SPECIFIC 
PRODUCT ADVANTAGES

LAMILUX FAÇADE PANEL
IS AVAILABLE

• with a thickness of 5.0 mm
•  with standard dimensions of 2.5 x 4 m; other dimensions available on request
• as sheets
• in 11 standard colours; special colours available on request
• with optional flame-retardant resin system
• with gelcoat surface for maximum resistance to UV rays and weathering
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VERSIONS
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The information in this brochure is based on our current knowledge and experience. It is not a guarantee of technical characteristic features in the scope of speci-
fications. Due to the wide range of usage parameters, users themselves are responsible for testing that the product is suitable for their required use. Changes 
and errors excepted.
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